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WHAT IS INCLUDED 

HiBoostSLW
Pro25-5S-BTW 

令
12V/3A 

AC/DC Power Supply 

仁

Booste「 Mount Ha「dware

We provide all accessories needed for the signal booster. For more information please visit 
WV叩.hiboost.com.

Warning: Unauthorized antennas, cables, and/or coupling devices are prohibited by new 
FCC rules. Please contact FCC for details: 1-888-CALL-FCC. 

HOW IT WORKS 

The HiBoost SLW signal booster is designed to help mobile users improve signal 

in homes, offices, and other areas where cellular signal is weak or unreliable. 

The outdoor antenna receives the signal from the nearest cellular tower, 
amplifies it, and transmits to the signal booster. Then the indoor antenna will 

receive the signal and retransmit it to your mobile device. The signals produced 

by your phone are also amplified by the indoor antenna via the booster and 
outdoor antenna. 
This manual provides simple installation instructions. 

HOW TO INSTALL YOUR SIGNAL BOOSTER 

1 . 1 Overview 

This manual will help you properly install your signal booster. It is important to 
read through all of the installation steps before installing your equipment. 
Thoroughly read through the instructions, visualize where all the equipment will 
need to be installed and do a soft installation by placing the devices where they 
need to be before mounting any equipment. 
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0 HiBoost SLW  Signal Booster 
0 Indoor Antenna 
0 12V/3A, AC/DC Power Supply 

8 Outdoor Antenna 
OCable 

1.2 Installation Preparation 

Before you install 
• Make sure you have sufficient cable length between the proposed
outdoor/indoor antenna location and booster connector.
• Make sure the position you install the booster is near to an existing electrical
outlet, well ventilated, and away from excessive heat, moisture, and direct
sunlight.

Tools Required 

I 、·D
Phillips Screwd 「iver Drill Mobile Phone 

Before you get started, you will need to plan the layout of your system. This 
involves finding the location with the strongest received signal from the cellular 
tower, as well as antenna, booster, and cable placement. 

General installation steps: 
1. Find the strongest received signal for the location of the outdoor antenna.
2. Install the outdoor antenna on the roof to obtain the strongest downlink
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gain and power, and there are not any alarms (no ISO, ALC, OFF legend 
flashing and no quick flashing green or red in LED), it means the present location 
is the best for ensuring that the booster has maximized performance. 
The maximum downlink power for HiBoost SLW is 15dBm, and the maximum 
downlink gain is 72dB. 
Note: These showed values may vary dynamically at times between 1-3 dB 
which is normal due to outdoor signal conditions. 

• Mobile Phone Method
You can use a telephone to test signal strength on the top of the building. The
number of bars on the network indicator will define approximate strength of the
received signal. Normally the roof of the building is the best place to receive the
strongest signal. As shown on the drawing below, you need to test the signal in
the points from A to E, and select the location with the best signal strength for
outdoor installation. It is recommended to use a mobile app that can display in a
test mode the signal level in dBm units. It is more accurate than checking the
signal bars. For more details refer to http://blog.hiboostusa.com/signal-strength
measure-1nstruct1ons/.

＠ 

Note: Please try to receive a signal from cell towers that are not overloaded with 
multiple users. This can be estimated by the population density in the area 
served by the tower. For example, it is recommended to avoid cell towers near 
supermarkets, shopping malls, stadiums or any other public places visited by 
many people regularly. This will help maintain reliable phone call connections 
and higher speed data services. 
Mark the strongest received signal as the installation location and direction for 
the outdoor antenna. 

1.4 Install Outdoor Antenna 
Install the outdoor antenna at the the location with the strongest received signal. 

IMPORTANT: Testing the signal 3 times in the desired location before installing 
the outdoor antenna will help ensure the most smooth and stable phone calls 
and data transmission. 
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SPECIFICATION 

RF Parameter Uplink Downlink I 
700MHz Band 12/17 698-716MHz 728-746MHz

700MHz Band 13 776-787MHz 746-757MHz

Frequen勺Range 800MHz Band 5 824-849MHz 869-894MHz

PCS1900 Band 25/2 1850-1915MHz 1930-1995MHz 

AWS2100 Band 4 1710-1755MHz 2110-2155MHz 

700MHz Band 12/17 18MHz 

700MHz Band 13 11MHz 

Band width 800MHz Band 5 25MHz 

PCS1900 Band 25/2 65MHz 

AWS2100 Band 4 45MHz 

Max. Gain 72dB 

Max. output power 17-24dBm 15dBm 

MGC (Step Attenuation) ;;a, 25dB / 1dB step 

Electrical Parameter Standard I 
Power Supply 

Input & Output Impedance 

Input AC 100-240 V, 50-60 Hz, Output DC 12 V / 3 A 

SO ohm 

Mechanical Parameter Standard I 
1/0 Port 

Dimensions 

Weight 

N-Female

8.7*7.3*2.2 inch / 220*185*55 mm 

< 8.8 lbs / 4 kg 
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PRODUCT WARRANTY 

30-Day Money-Back: All HiBoost products are protected by a 30-day money
back guarantee. If for any reason the performance of any product is not 
acceptable, the product may be returned to the reseller with a dated proof of
purchase.

3-Year Warranty HiBoost Signal Boosters and kits are warranted for 3 years.
Customers can choose to return the Signal Boosters and kits directly to the
manufacturer at the purchaser's expense with a dated proof of purchase and a

Returned Material Authorization (RMA) number supplied by HiBoost.

HiBoost will supply two options: repair or replace. Hi Boost will cover the cost of 
delivery for the consumers located within the continental U.S. 

This warranty does not apply to any Signal Boosters or kits determined by 
HiBoost to have been subjected to misuse, abuse, neglect, or mishandling that 
alters or damages physical or electronic properties. Failure to use a surge 
protected AC Power Strip with at least a 1000 Joule rating will void your 
warranty. Damage caused by lightning is not covered by this warranty. 

All HiBoost products that are packaged with other HiBoost accessory products 

are intended for resale and used as a single integrated system. Such product 
kits are required to be sold to the end users or subsequent reseller as packaged. 
RMA numbers may be obtained by contacting Technical Support at 972-870-

5666. 
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